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PLEASE read instructions before operating or installing.

CONTENTS:
1 - RTS3 Red Dot Sight 2 - 8-32x9/16 Mounting Screws
1 - Protective Cover 1 - 9/64 Hex Wrench
1 - Owners Manual  2 - M4x14mm Mounting Screws
1 - RTS3 Multi-Tool 1 - 2.5mm Hex Wrench
1 - LensPen Micro 1 - CR2032 Lithium Battery (Installed)
1 - Cleaning Cloth

Congratulations! You are now the owner of the most advanced 
reflex sighting system available. You have displayed excellent 
judgment in your purchase, and you will be rewarded with unparal-
leled performance. Use it with pride, but please familiarize yourself 
with the system first.

INTRODUCTION
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INTENSITY BUTTONS
Used to turn the sight ON, adjust the intensity of the dot, 
activate/deactivate Button Lockout and Auto Off modes, and turn 
the sight OFF. 

ELEVATION SCREW
Used when zeroing to the firearm. Turning the elevation adjustment 
screw clockwise moves the point of impact down. Turning the 
elevation adjustment screw counter-clockwise moves the point of 
impact up. (1 click = 1moa)

WINDAGE SCREW
Used when zeroing to the firearm. Turning the windage adjustment 
screw clockwise moves the point of impact right. Turning the 
windage adjustment screw counter-clockwise moves the point of 
impact left. (1 click = 1moa)

MAJOR COMPONENTS

             Serial Number
        UP Intensity Button (+)
DOWN Intensity Button (-)

Mounting Screws

Lens (Rear)
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Power ON / OFF: Press the UP OR DOWN button to turn the dot 
ON (to previous intensity). Press the UP AND DOWN buttons to 
turn the dot OFF (Button Lockout Mode must be deactivated).

Adjusting Intensity: Press the UP button to increase the intensity. 
The dot will flash 3 times when maximum intensity has been 
reached. Press the DOWN button to decrease the intensity.

Intensity Positions: 1-2 NV, 3-4 low light, 5-10 normal light, 11-12 
high light conditions. 

Button Lockout Mode: Hold the UP button for 3 seconds to 
activate, the dot will flash once to confirm. Hold the UP button for 3 
seconds again to deactivate, the dot will flash twice to confirm. 
NOTE: Auto Off is deactivated when lockout mode is active.

MSS-Motion Sensing System (Shake to Wake): After 3 minutes 
with no motion or vibration, the sight will power the Dot OFF and 
enter MSS mode to conserve battery life. Once any motion or 
vibration is detected, the sight will instantly power the Dot ON for 
immediate use.

Auto Off: This feature is ON by default. The sight will turn OFF 
completely after 4 hours if no buttons are pressed. Each time a 
button is pressed, the 4 hour timer restarts. To turn this feature 
OFF and stay in MSS mode indefinitely, turn the sight on, then hold  
the DOWN button for 10+ seconds until you see the dot flash 2 
times. To turn ON auto off, hold the DOWN button for 10+ seconds 
until you see the dot flash 1 time. NOTE: Battery life will decrease 
when auto off is OFF.

Low Battery Indicator: The dot will flash rapidly when the battery 
voltage cannot sustain the current intensity level. Lowering the 
intensity will allow further use until the battery voltage cannot 
sustain that intensity level. If this occurs, change the battery as 
soon as possible. See section 7 for instructions.
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The Dual Pattern Bottom Plate allows mounting to Deltapoint® Pro 
and C-MORE Footprints, including SIG® ROMEO® 3 Max/XL/Pro.

The RTS3 can be installed by any of the following methods: 

1) Direct to the firearm (No Mount) with the correct mounting 
interface machined into the slide, barrel, or receiver.

2) C-MORE mounting kit designed for a specific firearm.
3) Aftermarket or custom mount designed to accept this sight.
4) Firearms with an optic ready plate system designed for this 

sight. 

Contact C-MORE for a copy of the mounting footprint drawing 
before machining an interface cut on your firearm. An improperly 
machined mounting interface can cause damage to the sight and 
void the warranty. 

The following requirements are mandatory for all installation meth-
ods in order for the optic to be considered properly mounted:

1) MINIMUM CLEARANCE FRONT AND REAR
2) CORRECT MOUNTING SCREWS / LENGTH
3) CORRECT TORQUE
4) FREQUENT CHECKS

MOUNTING INSTRUCTIONS (A)

Firing a weapon with an improperly mounted optic, or loose 
optic, can cause damage to the weapon, the optic, you, and 

your warranty! Follow these instructions thoroughly.

WARNING!

STOP!! Make sure your firearm is unloaded and the magazine 
and ammunition has been removed before proceeding!

WARNING!
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MOUNTING INSTRUCTIONS (B)

INSTALLATION INSTRUCTIONS

The RTS3 must be mounted on a flat surface that properly 
supports the sight. Follow the instructions provided with the mount 
or mounting kit, or utilize the direct mounting screws provided 
(screws may need to be trimmed for your specific application).
Loctite should be used on the mounting screws to prevent loosen-
ing during firing. Blue Loctite 242 is used in most installations, but 
Blue 243 can also be used if 242 doesn't hold. Red 262 can be 
used in extreme cases. Blue 243 and Red 262 will require heat to 
be applied to the screws in order to soften the loctite to remove 
them.

MINIMUM CLEARANCE FRONT AND REAR
DO NOT mount the sight with the front or back of the body tight 
against the mount or slide. There should be a minimum clearance 
of .025” between the front and back of the sight and the mount or 
slide cut. If the sight shows contact marks on the front or back, 
more clearance is required. Sight footprint drawing available upon 
request.

Minimum Clearance

.025”

Minimum 
Clearance

.025”



MOUNTING INSTRUCTIONS (C)

CORRECT MOUNTING SCREWS
Check the thread size in the mount and confirm which screws to 
use, 8-32 or M4. Test fit the screws to confirm fit.

CORRECT MOUNTING SCREW LENGTH
Check the length of the screws. The mounting screws can be too 
long or short for your application. 
• MOUNTING INTO BLIND HOLES (Some Slides or Mounts): 

Confirm that the screws do not bottom out in the blind holes 
before properly securing the sight. Without the sight installed, 
screw the mounting screws into the slide until they bottom out 
in the holes, then check the distance from under the head of 
the screws to the mounting surface. The distance should be 
no greater than .360” (9.14mm). Trim as necessary.

• MOUNTING INTO THROUGH HOLES: Confirm that the 
mounting screws do not protrude to far into, or stick out of the 
mounting screw holes in your slide, mount, or plate.

• Slide: Align the sight on the mounting surface and screw the 
mounting screws in until hand tight. Verify that the screws do 
not protrude through the holes and cause any issues with any 
functions of the firearm. Trim as necessary.

• Mount or Plate: With the mount or plate separated from the 
firearm, align the sight on the mount and screw the mounting 
screws in until hand tight. Verify that the screws do not 
protrude through the holes. Trim as necessary.

CORRECT TORQUE
The recommended torque is 25 in-lbs. If using a mount or plate, 
use the torque value recommended by the manufacturer. If the 
battery tray cannot be removed or installed freely, then the mount-
ing screws are too tight causing the battery tray to bind.

FREQUENT CHECKS
Check the mounting screws frequently. See section 6 for mounting 
check procedure.



ZEROING PROCEDURE

1) Turn the sight on so the dot is visible.
2) Shoot a 3 shot group at a target 10 yards away to get on 

paper.
3) Adjust the elevation by inserting the hex end (long end) of the 

multi tool into the elevation screw. To raise the point of impact, 
turn the elevation screw counter-clockwise. To lower the point 
of impact, turn the elevation screw clockwise. (1 click = 1moa)

4) Adjust the windage by inserting the hex end (long end) of the 
multi tool into the windage screw. To move the point of impact 
left, turn the windage screw counter-clockwise. To move the 
point of impact right, turn the windage screw clockwise. (1 
click = 1moa)

5) Adjust the windage and elevation so your group is centered 
and 2 to 3 inches low @ 10 yards

6) Since the sight can only be zeroed for one distance, zero for 
the farthest distance you will shoot with this firearm.

7) Shoot a 3 shot group at the final distance you determined in 
step 7.

8) Adjust the windage and elevation until zero is achieved.
9) If zeroing is accurate, fire three more shots to confirm. If 

zeroing is not accurate, repeat steps 8 and 9 until zeroing is 
complete.

NOTES

• The RTS3 Sight has an adjustment area of 120 in. wide x 180 in. 
high at 100 yds (304.8 cm x 457.2 cm at 100 m).

• After initial firing, check to ensure that the mount and sight are 
secure. Tighten as necessary and check periodically (See 
Maintenance Procedures)

• If you run out of windage adjustment, loosen the mounting 
screws and reposition the sight to the right or left accordingly, 
then re-tighten and re-zero.

• If you run out of elevation adjustment, it is possible the mount 
will need to be adjusted to angle the sight correctly.
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The RTS3 sight requires very little maintenance. Periodic cleaning 
of the lens, LED Glass, and sight is necessary, as well as frequent-
ly checking that the sight is securely mounted.

LENS CLEANING PROCEDURE 
CAUTION The lens can be scratched if dirt or debris is wiped 
across the lens.

1) Remove large particles from the glass surface by blowing or 
brushing. Do Not use high pressure compressed air, only low 
pressure.

2) When all visible particles of dust and dirt have been removed, 
moisten a piece of lens tissue with lens cleaning solution, then 
gently wipe over the lens surface. Dry with clean lens tissue. 
NOTE: If the lens fogs over in cold weather, use a lens tissue 
to wipe clear.

LED GLASS CLEANING PROCEDURE
The high performance LED is protected by a glass shield that can 
be cleaned if it becomes dirty.

1) Remove large particles from the glass surface by blowing or 
brushing. Do Not use high pressure compressed air, only low 
pressure.

2) Use a micro Q-Tip dipped in isopropyl alcohol to remove any 
further oils and powder residue. 

3) CAUTION: Avoid rubbing hard to prevent scratching the glass. 
Scratches in the glass will reflect in the lens.

SIGHT CLEANING PROCEDURE
Use the cleaning cloth provided to wipe the sight clean. Avoid 
using solvents or harsh chemicals which can cause damage.

MOUNTING CHECK PROCEDURE
After each firing session, check the sight to ensure that it is 
securely mounted and there is no movement. If movement is 
detected, or mounting screws have loosened, remove the mount-
ing screws and re-apply loctite prior to re-installation.
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The CR2032 battery is located in the battery tray on the right side 
of the sight. The 2 screws are captive to the tray by retaining 
washers installed behind the tray, so it is necessary to use the 
following steps to loosen the screws for removal, and to tighten the 
screws for installation.

1) Use the torx end (short end) of the multi tool to loosen the 2 
battery tray screws 3 complete turns.

2) Use the small hook on the multi tool to pull the battery tray out 
against the back of the screws.

3) Repeat step 1 and loosen the screws another 3 complete 
turns to fully loosen the screws. NOTE: Screws are captive 
to the tray, they do not come all the way out.

4) Repeat Step 2 for the final time and fully remove the battery 
tray.

5) Replace the battery with a new CR2032 battery. Confirm the 
Positive (+) side is facing up. NOTE: Do not use batteries 
wrapped in plastic. Wipe/clean batteries with isopropyl alcohol 
to remove any oil or bitter coatings.

6) Insert the battery tray and battery into the sight until it stops.
7) To align the threads and avoid cross threading the screws, first  

turn them counter clockwise until you hear and/or feel a click, 
then turn each screw clockwise 3 complete turn. The screws 
have a nylon patch installed to prevent loosening during use. 
There will be some felt resistance when installing or loosening. 
If a screw feels too tight to turn, Do Not force it, attempt to 
re-align the screw by repeating this steps 6 and 7.

8) Finally, turn the screws until tight. Avoid overtightening as 
damage to the threads can result.
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! WARNING: Cancer and Reproductive Harm
  www.P65Warnings.ca.gov

• Remove and immediately recycle or dispose of used batteries 
according to local regulations and keep away from children. Do 
NOT dispose of batteries in household trash or incinerate.

• Even used batteries may cause severe injury or death.
• Call a local poison control center for treatment information.
• Battery Type: CR2032
• Nominal battery voltage: 3 V
• Non-rechargeable batteries are not to be recharged.
• Do not force discharge, recharge, disassemble, heat above 100 

degrees C or incinerate. Doing so may result in injury due to 
venting, leakage or explosion resulting in chemical burns.

• Ensure the batteries are installed correctly according to polarity 
(+ and -).

• Do not mix old and new batteries, different brands or types of 
batteries, such as alkaline, carbon-zinc, or rechargeable batter-
ies.

• Remove and immediately recycle or dispose of batteries from 
equipment not used for an extended period of time according to 
local regulations.

• Always completely secure the battery compartment. If the battery 
compartment does not close securely, stop using the product, 
remove the batteries, and keep them away from children.

•  INGESTION HAZARD: This product contains a 
         button cell or coin battery

•  DEATH or serious injury can occur if ingested.
•  A swallowed button cell or coin battery can cause 

         Internal Chemical Burns in as little as 2 hours.
•  KEEP new and used batteries OUT OF REACH 

         OF CHILDREN
•  Seek immediate medical attention if a battery is 

         suspected to be swallowed or inserted inside any part 
         of the body.

WARNING!

!

WARNINGS
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WARRANTYWARRANTY

For 30 years C-MORE sights have been in the hands of the 
hardest users: Military, Law Enforcement, and Competition 
Shooters; some who put over 150,000 rounds through a gun with 
our sight. We are the pioneers of open reflex sights for competi-
tion. We’re the action shooters choice for 30 years because of our 
performance, reliability and customer service. Our competition 
record is unmatched.

We’re proud to cover our products with a 30-year no hassle 
warranty from the date of manufacture. We warranty against all 
original defects in material or manufacturing, including electronics. 
This warranty is fully transferable.

We will repair or replace your genuine C-MORE product at no cost 
to you. If your product cannot be repaired, we will replace it with a 
product of equal or better physical condition in perfect working 
order. We pay return shipping back to you.

This warranty is void if the unit has been abused, disassembled, or 
modified/tampered with in any way from its original configuration. 
This warranty does not cover defects caused by normal wear and 
tear, improper handling, incorrect installation, accidents, 
alterations/modifications to the original configuration, repairs made 
by unauthorized parties, aftermarket accessories, or abnormal use.

Visit CMORE.com or scan the QR code for complete 
warranty terms and conditions, questions, service, 
accessories, or additional high performance products.

The Champions Choice since 1993


